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Harn RITMA ALUNAN  
SlimWall Drawer System

www.dorsetaustralia.com.au

Harn RITMA ALUNAN S Drawers - 88mm 
Pages 6-7

Harn RITMA ALUNAN T Drawers - 120mm 
Pages 8-9

Harn RITMA ALUNAN KSQ Drawers - 170mm 
Pages 10-11

Harn RITMA ALUNAN HTQ Drawers - 202mm 
Pages 12-13
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Harn RITMA ALUNAN Introduction

Why Harn 
ALUNAN?

INTERNAL
DRAWER 
FRONT 
ADJUSTMENT

TOOLESS
DRAWER 
FRONT 
ASSEMBLY

ULTRA 
SLIM DRAWER 

SIDE

13MM
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Harn RITMA ALUNAN Introduction

Toolless Front 
Bracket Fitting...1.

Simple 
Push-In Drawer Front3.

The Harn RITMA ALUNAN features Harn's 
new and improved front bracket which is now 
toolless for installation

Simply push the front bracket into the standard 
10mm pre-drilled holes and flip the bracket up 
into the up-right position. In this one simple 
motion the spilt plastic dowels are expanded 
out and the front bracket is fixed in place.

The Harn RITMA ALUNAN now has the drawer 
front adjustment on the inside of the drawer

This keeps you from getting into a pickle 
when you're in a tight spot trying to adjust 
your drawer fronts. This feature is particularly 
helpful when your up against a fridge cabinet 
or close to an internal corner.

Internal Drawer 
Front Adjustment...2.

This new front bracket replaces Harn's long 
standing hook style front bracket

This means you can fit the drawer fronts in 
any order (not only having to work from the 
top down). This improvement helps to align 
the Alunan Drawer system with other well 
known drawer brands.

Welcome to the new Harn Ritma Alunan SlimWall Drawer system!

We're excited to share with you the all new Harn Slim Wall drawer 
system. Derived from the ever popular Harn RITMA System.  
Alunan utilises the same mechanisms only with more space 
efficient walls, toolless front assembly and a superior front 
adjustment

51300 121 800  |  www.dorsetaustralia.com.au
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Harn RITMA ALUNAN S Drawer

S Drawer
 • Soft close roller bearing concealed runners

 • Full extension with synchro control

 • Steel drawer side 88mm

 • Load capacity of 35kg or 60kg

 • Quick assembly

 • Flexible 2-dimensional front adjustment

 • Sylent integrated cushioning system

 • Integrated lateral stabiliser

S

88mm High

88mm
Back
Height 
74mm

Kit Part No. Codes

Part No. Finish Length Weight Pallet Qty Sold Per

AKE8827S.WH.BOX White 270mm 35kg 140 set

AKE8835S.WH.BOX White 350mm 35kg 140 set

AKE8840S.WH.BOX White 400mm 35kg 112 set

AKE8845S.WH.BOX White 450mm 35kg 112 set

AKE8850S.WH.BOX White 500mm 35kg 112 set

AKE8855S.WH.BOX White 550mm 35kg 112 set

A6AKE8845S.WH.BOX White 450mm 60kg 112 set

A6AKE8850S.WH.BOX White 500mm 60kg 112 set

A6AKE8855S.WH.BOX White 550mm 60kg 112 set
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Harn RITMA ALUNAN S Drawer

TM13S - 35kg

TM16S - 60kg

S

Space Requirements & Front  
Installation Dimensions

Back Installation 
Dimensions

Cabinet Profile Screw Positions Cutting Dimensions for 
16mm Chipboard

Cutting Dimensions for 16mm ChipboardCabinet Profile Screw Positions

All measurement units are quoted in millimeters unless otherwise specified.

Space Requirements and Front Installation Dimensions Back Installation Dimensions 

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM13S

270, 300, 350 mm

400 mm

450 mm

500, 550 mm

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM16S

400 mm

450 mm

500, 550 mm

600, 650 mm

37
9 5

128
160

192
224

32

32

32

32

5
37

9
160

192
224

288

9632

96

32128

32128

32

32

32

Width = internal cabinet width - 75mm
Bottom panel

Length (Wooden Back)= drawer length - 24mm
Length (Steel Back)= drawer length - 22mm

Width = internal cabinet width - 87mm
Height = 74mm

Back panel

9

20
32

37.537.5

m
in

. 3
3

m
in

. 4
9.

5
m

in
. 7

3

14.0

32
51

m
in

. 1
06

Front overlay

Built in tolerance 
compensation ±1.0mm

Bottom panel width + 47mm 

For press-in and 
expansion front
fixing brackets
to pre-drill
Ø10mm  x  12mm
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Cutting Dimensions for 16mm ChipboardCabinet Profile Screw Positions

All measurement units are quoted in millimeters unless otherwise specified.

Space Requirements and Front Installation Dimensions Back Installation Dimensions 

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM13S

270, 300, 350 mm

400 mm

450 mm

500, 550 mm

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM16S

400 mm

450 mm

500, 550 mm

600, 650 mm

37
9 5

128
160

192
224

32

32

32

32

5
37

9
160

192
224

288

9632

96

32128

32128

32

32

32

Width = internal cabinet width - 75mm
Bottom panel

Length (Wooden Back)= drawer length - 24mm
Length (Steel Back)= drawer length - 22mm

Width = internal cabinet width - 87mm
Height = 74mm

Back panel

9

20
32

37.537.5

m
in

. 3
3

m
in

. 4
9.

5
m

in
. 7

3

14.0

32
51

m
in

. 1
06

Front overlay

Built in tolerance 
compensation ±1.0mm

Bottom panel width + 47mm 

For press-in and 
expansion front
fixing brackets
to pre-drill
Ø10mm  x  12mm
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Cutting Dimensions for 16mm ChipboardCabinet Profile Screw Positions

All measurement units are quoted in millimeters unless otherwise specified.

Space Requirements and Front Installation Dimensions Back Installation Dimensions 

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM13S

270, 300, 350 mm

400 mm

450 mm

500, 550 mm

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM16S

400 mm

450 mm

500, 550 mm

600, 650 mm

37
9 5

128
160

192
224

32

32

32

32

5
37

9
160

192
224

288

9632

96

32128

32128

32

32

32

Width = internal cabinet width - 75mm
Bottom panel

Length (Wooden Back)= drawer length - 24mm
Length (Steel Back)= drawer length - 22mm

Width = internal cabinet width - 87mm
Height = 74mm

Back panel

9

20
32

37.537.5

m
in

. 3
3

m
in

. 4
9.

5
m

in
. 7

3

14.0

32
51

m
in

. 1
06

Front overlay

Built in tolerance 
compensation ±1.0mm

Bottom panel width + 47mm 

For press-in and 
expansion front
fixing brackets
to pre-drill
Ø10mm  x  12mm
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Harn RITMA ALUNAN T Drawer

T Drawer
 • Soft close roller bearing concealed runners

 • Full extension with synchro control

 • Steel drawer side 120mm

 • Load capacity of 35kg or 60kg

 • Quick assembly

 • Flexible 2-dimensional front adjustment

 • Sylent integrated cushioning system

 • Integrated lateral stabiliser

120mm High

120mm
Back
Height 
106mm

Kit Part No. Codes

Part No. Finish Length Weight Pallet Qty Sold Per

AKE12027T.WH.BOX White 270mm 35kg 112 set

AKE12035T.WH.BOX White 350mm 35kg 112 set

AKE12040T.WH.BOX White 400mm 35kg 84 set

AKE12045T.WH.BOX White 450mm 35kg 84 set

AKE12050T.WH.BOX White 500mm 35kg 84 set

AKE12055T.WH.BOX White 550mm 35kg 84 set

A6AKE12045T.WH.BOX White 450mm 60kg 84 set

A6AKE12050T.WH.BOX White 500mm 60kg 84 set

A6AKE12055T.WH.BOX White 550mm 60kg 84 set
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Harn RITMA ALUNAN T Drawer

TM13S - 35kg

TM16S - 60kg

Space Requirements & Front  
Installation Dimensions

Back Installation 
Dimensions

Cabinet Profile Screw Positions Cutting Dimensions for 
16mm Chipboard

  9

Space Requirements and Front Installation Dimensions Back Installation Dimensions Space Requirements and Front Installation Dimensions Back Installation Dimensions 

All measurement units are quoted in millimeters unless otherwise specified.

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM13S

270, 300, 350 mm

400 mm

450 mm

500, 550 mm

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM16S

400 mm

450 mm

500, 550 mm

600, 650 mm

37
9 5

128
160

192
224

32

32

32

32

5
37

9
160

192
224

288

9632

96

32128

32128

32

32

32

Width = internal cabinet width - 87mm
Height = 106mm

Width = internal cabinet width - 75mm

Back panel

Bottom panel

Length (Wooden Back)= drawer length - 24mm
Length (Steel Back)= drawer length - 22mm

Cutting Dimensions for 16mm ChipboardCabinet Profile Screw Positions

9

22
32

32

Built in tolerance 
compensation ±1.0mm 37.537.5

m
in

. 3
3

m
in

. 4
9.

5

51
32

m
in

. 1
05

14.0

m
in

. 1
38

For press-in and 
expansion front
fixing brackets
to pre-drill
Ø10mm  x  12mm

Front overlay
Bottom panel width + 47mm 
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Space Requirements and Front Installation Dimensions Back Installation Dimensions Space Requirements and Front Installation Dimensions Back Installation Dimensions 

All measurement units are quoted in millimeters unless otherwise specified.

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM13S

270, 300, 350 mm

400 mm

450 mm

500, 550 mm

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM16S

400 mm

450 mm

500, 550 mm

600, 650 mm

37
9 5

128
160

192
224

32

32

32

32

5
37

9
160

192
224

288

9632

96

32128

32128

32

32

32

Width = internal cabinet width - 87mm
Height = 106mm

Width = internal cabinet width - 75mm

Back panel

Bottom panel

Length (Wooden Back)= drawer length - 24mm
Length (Steel Back)= drawer length - 22mm

Cutting Dimensions for 16mm ChipboardCabinet Profile Screw Positions

9

22
32

32

Built in tolerance 
compensation ±1.0mm 37.537.5

m
in

. 3
3

m
in

. 4
9.

5

51
32

m
in

. 1
05

14.0

m
in

. 1
38

For press-in and 
expansion front
fixing brackets
to pre-drill
Ø10mm  x  12mm

Front overlay
Bottom panel width + 47mm 
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Space Requirements and Front Installation Dimensions Back Installation Dimensions Space Requirements and Front Installation Dimensions Back Installation Dimensions 

All measurement units are quoted in millimeters unless otherwise specified.

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM13S

270, 300, 350 mm

400 mm

450 mm

500, 550 mm

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM16S

400 mm

450 mm

500, 550 mm

600, 650 mm

37
9 5

128
160

192
224

32

32

32

32

5
37

9
160

192
224

288

9632

96

32128

32128

32

32

32

Width = internal cabinet width - 87mm
Height = 106mm

Width = internal cabinet width - 75mm

Back panel

Bottom panel

Length (Wooden Back)= drawer length - 24mm
Length (Steel Back)= drawer length - 22mm

Cutting Dimensions for 16mm ChipboardCabinet Profile Screw Positions

9

22
32

32

Built in tolerance 
compensation ±1.0mm 37.537.5

m
in

. 3
3

m
in

. 4
9.

5

51
32

m
in

. 1
05

14.0

m
in

. 1
38

For press-in and 
expansion front
fixing brackets
to pre-drill
Ø10mm  x  12mm

Front overlay
Bottom panel width + 47mm 

91300 121 800  |  www.dorsetaustralia.com.au
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Harn RITMA ALUNAN KSQ Drawer

KSQ Drawer
 • Soft close roller bearing concealed runners

 • Full extension with synchro control

 • Drawer side 170mm

 • Load capacity of 35kg or 60kg

 • Quick assembly

 • Flexible 2-dimensional front adjustment

 • Sylent integrated cushioning system

 • Integrated lateral stabiliser

Kit Part No. Codes

170mm High

88mm

Back
Height 
151mm

Part No. Finish Length Weight Pallet Qty Sold Per

AKE8827KSQ.WH.BOX White 270mm 35kg 140 set

AKE8835KSQ.WH.BOX White 350mm 35kg 140 set

AKE8840KSQ.WH.BOX White 400mm 35kg 112 set

AKE8845KSQ.WH.BOX White 450mm 35kg 112 set

AKE8850KSQ.WH.BOX White 500mm 35kg 112 set

AKE8855KSQ.WH.BOX White 550mm 35kg 112 set

A6AKE8845KSQ.WH.BOX White 450mm 60kg 112 set

A6AKE8850KSQ.WH.BOX White 500mm 60kg 112 set

A6AKE8855KSQ.WH.BOX White 550mm 60kg 112 set
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Harn RITMA ALUNAN KSQ Drawer

TM13S - 35kg

TM16S - 60kg

Space Requirements & Front  
Installation Dimensions

Back Installation 
Dimensions

Cabinet Profile Screw Positions Cutting Dimensions for 
16mm Chipboard

Space Requirements and Front Installation Dimensions Back Installation Dimensions 

All measurement units are quoted in millimeters unless otherwise specified.

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM13S

270, 300, 350 mm

400 mm

450 mm

500, 550 mm

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM16S

400 mm

450 mm

500, 550 mm

600, 650 mm

37
9 5

128
160

192
224

32

32

32

32

5
37

9
160

192
224

288

96

96

32128

32128

Cutting Dimension for Side Extend Panel

32

32

32

32

Width = internal cabinet width - 75mm
Length (Wooden Back)= drawer length - 24mm

Width = internal cabinet width - 87mm
Height = 151mm

Back panel

Bottom panel

Length (Steel Back)= drawer length - 22mm

Cutting Dimensions for 16mm ChipboardCabinet Profile Screw Positions

Built in tolerance 
compensation ±1.0mm

m
in

. 3
3

m
in

. 4
9.

5
m

in
. 1

59

37.5 37.5

96
32

14.0

51

m
in

. 1
92

For press-in and 
expansion front
fixing brackets
to pre-drill
Ø10mm  x  12mm

Bottom panel width + 47mm 
Front overlay

39
32

32
32

9

Drawer 
33- thgneL 33- thgneL

-0.3
+0.3

8

53
+0
-1

+0
-1

For norm compliance 
no safety glass is required. 

The edge is a polished flat ended
edge with a 1mm ± 0.5mm bevel.
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Space Requirements and Front Installation Dimensions Back Installation Dimensions 

All measurement units are quoted in millimeters unless otherwise specified.

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM13S

270, 300, 350 mm

400 mm

450 mm

500, 550 mm

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM16S

400 mm

450 mm

500, 550 mm

600, 650 mm

37
9 5

128
160

192
224

32

32

32

32

5
37

9
160

192
224

288

96

96

32128

32128

Cutting Dimension for Side Extend Panel

32

32

32

32

Width = internal cabinet width - 75mm
Length (Wooden Back)= drawer length - 24mm

Width = internal cabinet width - 87mm
Height = 151mm

Back panel

Bottom panel

Length (Steel Back)= drawer length - 22mm

Cutting Dimensions for 16mm ChipboardCabinet Profile Screw Positions

Built in tolerance 
compensation ±1.0mm

m
in

. 3
3

m
in

. 4
9.

5
m

in
. 1

59

37.5 37.5

96
32

14.0

51

m
in

. 1
92

For press-in and 
expansion front
fixing brackets
to pre-drill
Ø10mm  x  12mm

Bottom panel width + 47mm 
Front overlay

39
32

32
32

9

Drawer 
33- thgneL 33- thgneL

-0.3
+0.3

8

53
+0
-1

+0
-1

For norm compliance 
no safety glass is required. 

The edge is a polished flat ended
edge with a 1mm ± 0.5mm bevel.

  11

Space Requirements and Front Installation Dimensions Back Installation Dimensions 

All measurement units are quoted in millimeters unless otherwise specified.

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM13S

270, 300, 350 mm

400 mm

450 mm

500, 550 mm

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM16S

400 mm

450 mm

500, 550 mm

600, 650 mm

37
9 5

128
160

192
224

32

32

32

32

5
37

9
160

192
224

288

96

96

32128

32128

Cutting Dimension for Side Extend Panel

32

32

32

32

Width = internal cabinet width - 75mm
Length (Wooden Back)= drawer length - 24mm

Width = internal cabinet width - 87mm
Height = 151mm

Back panel

Bottom panel

Length (Steel Back)= drawer length - 22mm

Cutting Dimensions for 16mm ChipboardCabinet Profile Screw Positions

Built in tolerance 
compensation ±1.0mm

m
in

. 3
3

m
in

. 4
9.

5
m

in
. 1

59

37.5 37.5

96
32

14.0

51

m
in

. 1
92

For press-in and 
expansion front
fixing brackets
to pre-drill
Ø10mm  x  12mm

Bottom panel width + 47mm 
Front overlay

39
32

32
32

9

Drawer 
33- thgneL 33- thgneL

-0.3
+0.3

8

53
+0
-1

+0
-1

For norm compliance 
no safety glass is required. 

The edge is a polished flat ended
edge with a 1mm ± 0.5mm bevel.
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Harn RITMA ALUNAN HTQ Drawer

HTQ Drawer
 • Soft close roller bearing concealed runners

 • Full extension with synchro control

 • Drawer side 202mm

 • Load capacity of 35kg or 60kg

 • Quick assembly

 • Flexible 2-dimensional front adjustment

 • Sylent integrated cushioning system

 • Integrated lateral stabiliser

120mm

Back
Height 
183mm

202mm High

Kit Part No. Codes

Part No. Finish Length Weight Pallet Qty Sold Per

AKE12027HTQ.WH.BOX White 270mm 35kg 112 set

AKE12035HTQ.WH.BOX White 350mm 35kg 112 set

AKE12040HTQ.WH.BOX White 400mm 35kg 84 set

AKE12045HTQ.WH.BOX White 450mm 35kg 84 set

AKE12050HTQ.WH.BOX White 500mm 35kg 84 set

AKE12055HTQ.WH.BOX White 550mm 35kg 84 set

A6AKE12045HTQ.WH.BOX White 450mm 60kg 84 set

A6AKE12050HTQ.WH.BOX White 500mm 60kg 84 set

A6AKE12055HTQ.WH.BOX White 550mm 60kg 84 set
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Harn RITMA ALUNAN HTQ Drawer

TM13S - 35kg

TM16S - 60kg

Space Requirements & Front  
Installation Dimensions

Back Installation 
Dimensions

Cabinet Profile Screw Positions Cutting Dimensions for 
16mm Chipboard

  13 All measurement units are quoted in millimeters unless otherwise specified.

Space Requirements and Front Installation Dimensions Back Installation Dimensions 

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM13S

270, 300, 350 mm

400 mm

450 mm

500, 550 mm

Min. internal cabinet depth  = drawer length + 3 mm
Actual loss of extension   = 0 mmDrawer Length

TM16S

400 mm

450 mm

500, 550 mm

600, 650 mm

37
9 5

128
160

192
224

32

32

32

32

5
37

9
160

192
224

288

9632

96

32128

32128

32

32

32

Width = internal cabinet width - 87mm
Height = 183mm

Width = internal cabinet width - 75mm

Back panel
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Harn RITMA ALUNAN Assembly, Removal & Adjustment

Drawer Box Assembly

Drawer Front Assembly and Removal

Drawer Insertion
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Harn RITMA ALUNAN Assembly, Removal & Adjustment

Drawer Removal

Drawer Front – Side Adjustment

Drawer Front – Height Adjustment
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Head Office &  
Distribution Centre: 

Postal Address:

Phone: 1300 121 800  |  Fax: 1300 121 850
Email: hello@dorsetaustralia.com.au

143 Allingham Street,  
Golden Square VIC 3555, Australia

PO Box 2290, Bendigo VIC 3554

www.dorsetaustralia.com.au


